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Series

Class

Cap Range

Rated Voltage

Characteristics

PMEZT1E

1

001-0.22pF

300 WAC

* Test voltage (factory test) 2150 WDC

* Climatic category £40v110/58/B

* Max diiVdt 400-1200 Wips

* Lead spacing 15.2, 20.3, 22.5, 25.4mm
* Approvals ENEC, EN132400, UL 1283

PME2TE

1

0.001 - 015 pF

440 WAC

* Test voltage (factory test) 2700 VDC

* Climatic category 200110055/B

* Max. dUidt 600-2000 V/ius

* Lead spacing 10.2, 152, 20.3, 22.5, 25.4mm
* Approvals ENEC, EN132400

PMEZT1M

0.001-0.6 pF

TS vAaC

* Test voltage (factory test) 2150 WDC

* Climatic category £0/110/56/8

* Mao. dUidt 400-1200 VWips

* Lead spacing 10.2, 15.2, 20.3, 22.5, 25.4mm
* Approvals ENEC, EN132400,

* UL 1283, UL 1414, CSA Mo .1

PME264

0.001-0.1pF

660 WAC

* Test voltage (factory test) 3000 VDC

* Climatic category 400085/56/5

* Max. dUidt 600-2000 Vs

* Lead spacing 15.2, 20.3, 25.4mm

* Approvals EMEC, EN132400, UL 1283

PMZ2074

C1:
150 - 220 yF
C2:
0.033-0.1pF

Zrsvac

* Double capacitor, two capacitors in series
* Teat voltage (factory teat) 2150 VDT

* Climatic category 40v110056/B

* Lead spacing 20.3mm

* Approvals ENEC, EN132400

PME295

1

D47 -47 pF

440 VAC (ENEC)
480 VAC (UL)

* Test voltage (factory test) 4000 VaC

* Climatic category 40v115/56/B

* Mae. dUidt 2000 Vips

s Lead spacing 15.0mm

* Approvals ENEC, EM132400

* UL 1283, UL 1414, cUL Mo &, cUL Mo. 1

PMEZT1Y

0001-0.1pF

250 vaC

* Test voltage (factory test) 3000 VDC

* Climatic category 400100/56/B

* Maw. dilidt 200-2000 YWips

* Lead spacing 10.2, 15.2, 20.3, 25.4mm

* Approvals EMEC, EN132400, UL 1283, C5A No.B

PME271Y (A-E)

0.001 - 015 pF

300 vaC

* Test voltage (factory test) 3000 WDC

* Climatic category 40y115/56/B

* Mae. dilidt 400-2000 Yigs

* Lead spacing 10.2, 15.2, 20.3, 25.4mm

* Approvals ENEC, EN132400, UL 1283, C5A No.5

PZB300

X2+
2xY2

x2:0.1 pF,
0.15 uF
¥2: 0.0022 uF,
0.0033 pF,
0.0047 uF

ZiavaC

» Delta capacitor, classes X2 and Y2
* Test voltage (factory test) X2 2130 VDC;
Y2 3000VDC
* Climatic category 200100756/5
* Maoe dUidt X2: 800 Vius; ¥2: 1000 Vips
* Lead spacing 20mm
* Approvals ENEC, EN132400, UL 1283, CSA No.B

PME261

Gen.
Purpose

0.0052 - 1.0pF
0.001 - 315 pF
0.001-0.1 pF

F20WAC, 400VDC
300 vAacC, 630 VDC
200 VAC, 1000vDC

* Test voltage (factory test) 800 VDXCM250
WDC/2000 VDC

* Climafic category 400070756
* Mae. diidt 220-2000 Vs
* Lead spacing 10.2, 15.2, 20.3, 25.4mm

SMP253

0.001 - 0.0047 pF

250 WAaC

* SMD, size 5045

* Test voltage (factory test) 3000 VDC

* Climatic category 200100756/5

* Maoc dUidt 2000 Vips

* Approvals EMEC, EN132400, UL 1414, C54 No.1"





































To Place orders or obtain additional product information contact:

678 Andover Street, Unit 6
Lawrence, MA 01843

Tel: 800-433-6600 / 978-379-1000
Fax: 800-282-0670 / 978-379-1004

http://www.atcomhqg.com

sales@atcomhqg.com




